
X45 DATA LINK 5.01 KIT 
Data Link Kit Part# PK0053-1 
Windows 95, 98, ME
G-II Proheat Control Module (PCM) ONLY

Software Installation – Windows If software is downloaded from www.proheat.com, proceed 
to Step 3

1 Insert the X45 Data Link floppy disk into the disk drive.

2 Open Windows Explorer. In the folders pane under My Computer, 
double-click on the b: drive icon (or the drive letter for your 
floppy disk drive).

3 Double-click X45 G-II Data Link Install 5.01 file from the folder.

4 The WinZip self-extracting archive will prompt you as shown in 
Figure A. Click Unzip.

5 Click Close to complete installation.

The X45 Data Link software allows technicians to download the 
X45 operation history from the Proheat Control Module (PCM).  
It records operational events and errors in sequence allowing 
technicians to assist with product troubleshooting.

Periodically check www.proheat.com 
for the latest PK0053-1 software. 

NOTICE
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Figure A.



2 Open Windows Explorer and navigate to c:\proheat_datalink501 
folder.

3 Double-click on Proheat.exe. Figure C should be displayed.

How to Run the Program

POWER CABLE

SERIAL CABLE

PROHEAT CONTROL
MODULE (PCM)
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Figure B.

Figure C.

1  Connect the power 
cable and Data 
Link cable to the 
PCM as shown in 
Figure B.



4  Follow the on-screen instructions to download (type ‘D’) or 
view an existing file (type ‘V’). Figure D is an example of the 
data displayed.  Use the up-arrow, down-arrow, Page Up, 
Page Down keys to navigate through the data. 

  For more information about STATE/EVENT and ERROR 
columns, refer to the X45 manual on www.proheat.com or 
contact Product Support at www.proheat.com.

• The Download date defaults to the 
date set on your computer.

• Download time is approximately  
3 minutes.

• Downloads will be automatically 
saved to c:\proheat_datalink501 
folder.

NOTICE
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Figure D.




